WO 01/01080 PCT/FI00/00553 



CLAIMS 

1 . An arrangement for Measuring material flow, particularly concentrate flow, in 
connection with a flotation cell, characterized in that said arrangement 

5 comprises an elongate sensV element (1 ) extending essentially over the whole 
transversal area of the materi^lfow to be measured, and a measuring device 
(2) for detecting the positional trae^ensor element (1). 

2. An arrangement according^ claim^l, characterized in that the measuring 
10 device (2) is an angle transmitter. 

3. Aft apparatus according to claim 1 or 2, characterized in that the sensor 
elemenWl) is attached to the horizontal axis (3) of the measuring device (2). 

15 4. An apparatus according to any of the preceding claims 1-3, characterized 
in that the horizfc^ntal axis (3) of the measuring device (2) is positioned 
essentially transversely to the flowing direction of the material flow to be 
measured. 

20 5. An apparatus according to ahy of the preceding claims 1-4, characterized 
in that the arrangement is connected to the control system (6) of the flotation 
cell. 

6. An apparatus according to any of the pre^ading claims 1 - 5, characterized 
25 in that the arrangement comprises a display unir 

7. An apparatus according to any of the preceding clams*s 1-6, characterized 
in that the material flow to be measured is the material flo^(13) flowing out of 
a flotation cell via a drain chute (8). 
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8. Arhaoparatus according to any of the preceding claims 1-7, characterized 
in that in the"Sensor element (1), there is arranged a calibration means (4), 
such as a movable wek 



5 9. An apparatus according to any of the bnSQfe^a claims 1 - 8, characterized 
in that the arrangement is provided in connection witFT^he^rain chute (8) of a 
flotation cell (11), preferably so that the sensor element (1) isaHegst partly 
placed in a collecting pipe (10). 
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